KENTUCKY DIVISION OF ABANDONED MINE LANDS

STANDARD TECHNICAL SPECIFICATIONS 2008 EDITION

- - Table of Contents - -

I General Provisions TS-1
II Mobilization TS-11
I Silt Control TS-13
v Site Preparation TS-15
\% Earthwork TS-17
VI Ditches TS-24
VII Erosion Control Blanket TS-26
VIII Filter Fabric TS-27
IX Crushed Aggregate and Channel Lining TS-30
X Gabions TS-33
XI Subsurface Drains TS-37
XII Portal Closure TS-39
XIII Water Treatment and Disposal TS-42
X1V Revegetation TS-45
XV Utility Relocation TS-50
XVI Bituminous Repair TS-52
XVII Traffic Control TS-56
XVIII Fence TS-58

XIX Temporary Low Water Crossing TS-63



XX

XXI

XXII

XXII

XXIV

XXV

XXVI

XXVII

XXVIII

XXIX

XXX

XXXI

XXXII

XXXII

XXXIV

XXXV

XXXVI

XXXVII

XXXVIII

XXXIX

XL

XLI

Grout

Access Gate

Concrete Headwalls

Drop Box Inlet

Shotcrete

Flowable Fill

Geogrid

Pile and Lagging Retaining Wall
Debris Barrier Wall

Drainage Pipe

Pneumatic Backstowing
Polyurethane Foam

Railroad Rail Steel Retaining Wall
Concrete

Rockfall Netting

Structure Removal / Replacement
Channel Restoration

Burning Refuse Surcharge
Hazardous Materials

Demolition

Equipment

Industrial Mining Debris & Domestic Debris
Removal
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